ABSTRACT This study is aimed to identify the method to use the CaO-Al2O3 system of rapidly cooled steel making slag (RCSS) as the environment-friendly inorganic accelerating agent by analyzing its physical and chemical properties. The fraction of rapidly cooled steel making slag is distinguished from its fibrous, and the contents of CaO and Fe2O3 are inversely proportional across different fractions. In addition, as the content of CaO decreased and the content of Fe2O3 increased, the loss ignition tended to become negative (-) and the density increased. The pore distribution by mercury intrusion porosimetry is very low as compared to the slowly cooled steel-making slag, which indicates that the internal defect and the microspore rate are remarkably lowered by the rapid cooling. To analyze the major minerals the rapidly cooled steel-making slag, XRD, f-CaO quantification and SEM-EDAX analysis have been performed. The results shows that f-CaO does not exist, and the components are mainly consisted of C12A7 and reactive β-C2S. 
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용융 급냉 제강슬래그

실험계획
특성 및 실험계획
Porosity 2 · SCSS · RCSS4 (1) RCSS : fine powder (fiber+ball 5.0 mm under) (2) RCSS1 : fiber powder (3) RCSS2 : ball 5. 0mm under powder (4) RCSS3 : pulverization residue (5) RCSS4 : ball 2.5~5.0 mm bulk 
강열감량(LOI)
강열감량 시험은 KS L 5120 "포틀랜드 시멘트의 화학 분석 방법" 규정에 의거하여 실시하였으며, 측정에 사용 된 강열감량 시험기를 Fig. 3(c) 
주사전자현미경(SEM)
RCSS를 구성하는 광물 중 β-C2S의 존재를 판별하기 위해 SEM을 이용하여 배율별로 관찰하였으며, 측정에 사용된 SEM 장비(H사 S4300)를 Fig. 3(h) 에 나타내었다. 시험시편의 준비는 구형의 RCSS4를 절단하여 표면을 NH4Cl 1% 용액에 약 10초간 노출시켜 간극질과 결정질 의 경계를 구분할 수 있도록 에칭(etching) 하였다.
원소분석기(EDAX)
SEM을 통해 관찰된 간극질과 유리된 결정질 부분을 이루고 있는 원소를 분석함으로써 RCSS를 이루고 있는 구성광물을 검증하고자 SEM의 부속장치인 EDAX를 이 용하여 RCSS4의 표면 원소를 측정하였다. 
X-선 형광분석(XRF)
XRF에 의한 화학성분 측정 결과는 
강열감량(LOI)
KS L 5120 규정에 의거하여 실시한 강열감량 측정 결 과를 Table 5에 나타내었다. 강열감량 측정 결과는 Fe2O3 성분의 함량과 관련 있으며, Fe2O3 성분이 증가할수록 (-) 경향이 크게 나타나고 있다. 
밀도
세공분포
X-선 회절분석(XRD)
RCSS와
주사전자현미경(SEM)
원소분석기(EDAX)
SEM 관찰을 통해 확인된 결과를 토대로 SEM의 부속 기재인 EDAX를 이용하여 간극질 부분과 결정질 부분을 원소 분석한 결과를 Fig. 7, 8 및 Table 8에 나타내었다. 원소분석 결과로부터 결정질 부분은 주요 성분이 CaO 및 SiO2로 이루어진 β-C2S 광물임을 확인할 수 있었으며, 간극질 부분은 CaO와 Al2O3의 화합물인 C12A7으로 판단 되었다. 
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